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\ EXISTING DRIP EDGE.

METAL FASCIA OVER

CONTRACTOR TO REMOVE ANY
EXISTING SOFFIT MATERIAL.

METAL SOFFIT.

F—CHANNEL ATTACHED TO
/_/ 1 x 3 CCA TREATED BATTEN.

[=—— VINYL J-CHANNEL BEYOND

WRAP WINDOW JAMB, HEAD
& SILL WITH BENT ALUMINUM
SHEET STOCK. RUN BEHIND
J-CHANNEL @ HEAD & JAMB.
CAULK ENTIRE PERIMETER.

CAULK ENTIRE PERIMETER
OF WINDOW.

BENT ALUMINUM SILL,
DEPTH MAY VARY.

VINYL J-CHANNEL TYPICAL
AROUND WINDOW & SILL.
VINYL SIDING NOT SHOWN.

1 x 3 CCA TREATED FURRING
% STRIPS TYPICAL AROUND WINDOW.

[=———————3/4" INSULATION BOARD
GLUED BETWEEN STRIPS.

1 x 4 CCA TREATED BASE STRIP.
GLUE AND MECHANICALLY FASTEN
TO EXISTING CONCRETE BLOCK.

WALL SECTION

SCALE: %" = 1" = 0"

EXISTING WOQD FASCIA.

\ EXISTING DRIP EDGE.

ALUMINUM FLASHING - BEND
AS NEEDED, TUCK UNDER
EXISTING DRIP EDGE & OVER
NEW J—CHANNEL.

VINYL SIDING NOT SHOWN.

EXISTING 1 x 8 FASCIA.

EXISTING CONCRETE BLOCK.

GABLE END WALL

1 x 3 CCA TREATED FURRING STRIP
GLUE AND MECHANICALLY FASTEN TO
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1 x 6 CCA TREATED FURRING STRIPS
TYPICAL @ CORNERS. GLUE AND
MECHANICALLY FASTEN TO EXISTING
CONCRETE BLOCK.

CORNER PLAN VIEW

SCALE: 34" = 1" - 0"

VINYL SIDING NOT SHOWN ON THESE VIEWS.

14 4/~

REMOVE EXISTING OVERHEAD
DOOR WEATHER SEAL, PLACE
ALUMINUM SHEET STOCK AND
REPLACE WEATHER SEAL.

WRAP OVERHEAD DOOR JAMB
& HEAD WITH BENT ALUMINUM
SHEET STOCK. RUN BEHIND
J-CHANNEL & CAULK ENTIRE
PERIMETER.

1 x 3 CCA TREATED FURRING STRIP
GLUE AND MECHANICALLY FASTEN TO
EXISTING CONCRETE BLOCK.

OVERHEAD DOOR JAMB

SCALE: %" = 1" = 0"

3/4" INSULATION BOARD
GLUED BETWEEN STRIPS.
TYPICAL ENTIRE STRUCTURE.

1 x 3 CCA TREATED FURRING STRIPS
@ 24” 0.C. GLUE AND MECHANICALLY
FASTEN TO EXISTING CONCRETE BLOCK.

WALL PLAN VIEW

SCALE: 34" = 1" - 0"

—~——— EXISTING CONCRETE SILL
7 SAW CUT TO EDGE OF WINDOW
i AND REMOVE FLUSH W/ WALL

SILL DETAIL
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PROVIDE CONTINUOUS BEAD
OF CAULK BETWEEN VINYL
J—CHANNEL AND ALUMINUM
SHEET STOCK.
== 0 O

NEW VINYL SIDING NEW VINYL J-CHANNEL

PROVIDE ALUMINUM SHEET
STOCK BEHIND ALL ITEMS
ATTACHED TO BUILDING

EXISTING ELECTRIC CONDUIT,
BOXES, OUTLETS, ETC.

PLAN VIEW

——— PROVIDE CONTINUQUS BEAD
OF CAULK BETWEEN VINYL
J—CHANNEL AND ALUMINUM
SHEET STOCK.

EXISTING ELECTRIC CONDUIT,
BOXES, OUTLETS, ETC.

—~—— NEW VINYL J-CHANNEL

/ H NEW VINYL SIDING

PROVIDE ALUMINUM SHEET
STOCK BEHIND ALL ITEMS
ATTACHED TO BUILDING

ELEVATION

ATTACHMENTS DETAIL

SCALE: 34" = 1" - 0"

NOTE:

CONTRACTOR MAY EXTEND PENETRATIONS OF EXISTING PIPING, CONDUITS, ELECTRIC BOXES,
OR ANY OTHER ATTACHMENTS TO THE BUILDING THAT WOULD ALLOW FOR REATTACHMENT TO
THE NEW VINYL SIDING SYSTEM, OR PROVIDE FOR PER THE ABOVE DETAIL.
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