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HIGH WATER ALARM

CAPE GIRARDEAU
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60" PRECAST CONC.

2" STAINLESS

6
"

1
’-

6
"

1
’-

6
"

EL. 472.00

#4 @ 6" ON CENTER EACH WAY

9
"

4%

EL. 472.00

1’-0"
(TYP.)

1
’-

3
"

8" P.V.C. INLET LINE

10’-0"

VALVE MANHOLE PLANLIFT STATION PLAN

VALVE MANHOLE SECTIONLIFT STATION SECTION

36"x48" ALUMINUM
HATCH IN TOP SLAB

CABLE SUPPORT

A-LOCK GASKETS (ALL PIPES)

3" P.V.C. DRAIN

3" FLAP VALVE

A-LOCK GASKET (ALL PIPES)

(ASTM C-478 WALL B)

4" C.I.M.J. CHECK VALVE

4" C.I.M.J. VALVE

4" C.I.M.J. BEND

VENT

#4 @ 6" O.C. E.W.

CAST IRON MANHOLE

FRAME AND COVER

A-LOCK GASKET

(ASTM C-76 
WALL B) PRECAST

#5 @ 9" ON CENTER EACH WAY CONCRETE BASE SLAB

STEEL RISER

4" DEEP x 12" WIDE 
DEPRESSION CAST-IN-BASE
SLAB. AFTER PLACEMENT 
OF 72" PIPE, CAULK
SPACE FULL WITH EPOXY
GROUT

A-LOCK GASKET

LIQUID LEVEL
SENSORS

CONTROL
CABLE

2" STAINLESS 
STEEL

GUIDE RAIL 

(4 EACH)

S.S. HOIST 
CHAINS

3" P.V.C. DRAIN

CHECK VALVE

GATE VALVE

(ASTM C-478 WALL B)

A-LOCK GASKETS

CONCRETE BASE SLAB

#5 @ 12" ON CENTER EACH WAY

ALARM LIGHT
5’x5’x6" C0NC. PAD

PAD MOUNTED
CONTROL CABINET

ANGLE SUPPORT FRAME

CABLE CONDUIT 
(18" COVER C.I.

FRAME IN CONC.)

ALARM LIGHT

CONTROL PANEL. MOUNT BY 

ELECTRICAL CONTRACTOR 

BY ELECTRICAL

CONTRACTOR

TOP SLAB

CABLE SPT. 

CONDUIT SEAL

MANHOLE PER ASTM 
C-76 CLASS II, WALL B

CONC. PAD

STEEL L
FRAME

CABLES BY LIFT
STATION VENDOR 

2-#4, 1-#8G 2"C (PVC) 

(BY ELECTRICAL CONTRACTOR)

8’ x 1/2" COPPER CLAD
GROUND ROD. BOND 

TO ALL ENCLOSURES

PORTABLE HOIST

4 VENT THRU TOP SLAB

PORTABLE HOIST STAND

PORTABLE HOIST STAND

3" CONDUIT

INFLUENT PIPE
8" P.V.C.

PUMP STATION DETAIL
SERVICE ENTRANCE TO

6
"

TOP CONCRETE SLAB

 MFR.

* VERIFY WITH EQUIP.

STOP

PUMP 

START

PUMP 

2" RGS CONDUIT

GRINDER PUMPS

INCOMING LINE

 VERIFY DEPTH OF

CONTRACTOR TO

HATCH
ALUMINUM

EL. 466.50

468.00

460.00

466.50

463.00

461.50

1
0
’-

0
"

462.00

1
2
’-

0
"

72" R.C.P. (ASTM C-76 WALL B)

SUBMERSIBLE 7.5 HP PUMPS

5" THICK 60" PRECAST MANHOLE

EL 466.75

8"x 72" DIA. CONCRETE TOP SLAB

2-7.5 HP SUBMERSIBLE

72" RCP

J0M0SEW

60" PRECAST MANHOLE
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