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CABINET

RELOCATED UPS

SIGNAL CABINET

RELOCATED TYPE EV

RISER ASSEMBLY

PROVIDE NEW 6" MIN.

4
8
"

6
"

BASE

APRON

�" x 8’ MIN. GROUND ROD

GROUND ROD CONNECTION

GROUND LINE

CABINETS AND BASE

LIFETIME SILICONE CAULK  BETWEEN

2

1

2.  #2 AWG MIN., 600V., GROUND CABLE

TO GROUND ROD SHALL BE CAD WELDED.

AT LEAST 30 INCHES DEEP.  CONNECTION

FROM VERTICAL OR BURIED IN A TRENCH

POSITION, THE ROD MAY BE DRIVEN AT

THE GROUND ROD IN A VERTICAL 

WHICH PROHIBIT THE PLACEMENT OF

1.  IF SUBSURFACE CONDITIONS EXIST

NOTES:

(BASE AND APRON)

2.84 C.Y. CONCRETE

ANCHOR BOLTS (4 PER CABINET)

GROUND CABLES.

PULL 3 NEW 1c-#8 POWER AND

POWER SUPPLY CONDUIT.

INTERCEPT AND SPLICE TO EXISTING 

NEW CABINET LOCATION.

CONTROLLER LOCATION AND REROUTE TO

PULL BACK CABLES FROM EXISTING

INTO EXISTING PULL BOX.

DRILL AND INSTALL NEW CONDUITS
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