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TYPE A2 SHOULDERS
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OPTION 1

OPTION 2

OPTION 3
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PCC PAVEMENT

HMA PAVEMENT

 

PAY LIMIT FOR MAINLINE BASE
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.
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MAINLINE BASE

MAINLINE BASE

MAINLINE BASE

PAY LIMIT FOR MAINLINE BASE

PAY LIMIT FOR MAINLINE BASE

PAY LIMIT FOR MAINLINE BASE

VAR.

VAR.

VAR.

VAR.

MAINLINE BASE

INCIDENTAL

BASE (NO DIRECT

PAY)

INCIDENTAL

BASE (NO DIRECT

PAY)

INCIDENTAL

BASE (NO DIRECT

PAY)

INCIDENTAL

BASE (NO DIRECT

PAY)
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HMA PAVEMENT

 

V
A

R
.

PAY LIMIT FOR MAINLINE BASE

VAR.

MAINLINE BASE
INCIDENTAL

BASE (NO DIRECT

PAY)

SAWCUT 

(NO DIRECT PAY)
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R
. INCIDENTAL

BASE (NO DIRECT

PAY)

0’ - 2’

SAFETY SLOPE

ALL MAINLINE 

PAVEMENT 

OPTIONS

PAY LIMIT FOR ROCK BASE

PAVEMENT ON ROCK BASE

ROCK BASE

ALL SHOULDER 

OPTIONS

HMA (HOT MIX ASPHALT)

BASE

* USE 1�" BP-1 OVER 4" PMBB UNLESS 

  OTHERWISE SPECIFIED ON THE PLANS.

0’ - 2’

0’ - 2’

0’ - 2’

0’ - 2’

0’ - 2’

5
�
"
*

RCC (ROLLER COMPACTED CONCRETE) OR
 
PCC (PORTLAND CEMENT CONCRETE)

GENERAL NOTE:

 

THE FINAL FINISH ON CONCRETE SHOULDERS MAY BE 

OBTAINED BY THE USE OF A DRAG CONSISTING OF A 

SEAMLESS STRIP OF DAMP BURLAP, COTTON FABRIC, 

PLASTIC TURF, OR OTHER SUITABLE MATERIAL CAPABLE

OF PRODUCING A UNIFORM SURFACE OF GRITTY TEXTURE.

 

THE QUANTITY FOR ADDITIONAL BASE MATERIAL RESULTING 

FROM THE VARIABLE THICKNESS MATERIAL OR CONSTRUCTION 

METHOD OF TYPE A2 SHOULDER WILL BE CONSIDERED 

INCIDENTAL.  

 

INCIDENTAL BASE SHALL CONSIST OF TYPE 1 OR 5 

AGGREGATE FOR BASE, OR AN ALTERNATE MATERIAL THAT 

MEETS THE APPROVAL OF THE ENGINEER.

"THIS MEDIA SHOULD

NOT BE CONSIDERED

A CERTIFIED

DOCUMENT."

SHEET NO.
DATE EFFECTIVE:

DATE  PREPARED: 2/20/2009

MISSOURI HIGHWAYS AND TRANSPORTATION

COMMISSION

105 WEST CAPITOL

JEFFERSON CITY, M0 65102

1-888-ASK-MODOT (1-888-275-6636)
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CURB & GUTTER

BARRIER CURBS

MOUNTABLE CURBS

LOW PROFILE CURB

GUTTERS

TYPE BTYPE A

(INTEGRAL)(INTEGRAL)
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TYPE A
(INTEGRAL)

* DEPTH MAY BE REDUCED IF KEYED 6" IN ROCK.

TYPE S

(SEPARATED)

4-#4 Ó BARS

AT EQUAL

SPACINGS

3-#4 Ó BARS

AT EQUAL

SPACING
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TYPE F

(SEPARATED)

TYPE E

(INTEGRAL)

1
8
"
 
*

BEGINNING AND ENDINGS OF INTROCUCED LOW PROFILE CURBS

SHALL UTILIZE CURB HEIGHT RUNOUT FORM O INCH TO 3 INCHES

IN 5 FEET PAYMENT.  LENGTH SHALL INCLUDE TAPERS.

TIE BAR  B

REQUIRED WITH  K

NOT REQUIRED WITH  M

1�" ¨ �"

PAVEMENTTYPE NTYPE M

TIE BARS - 30" X #5 Ó AT 30" CTRS.

TONGUE & GROOVE JOINT WITH TIE BAR - SEE DETAIL.

TOP OF PAVEMENT OR CONCRETE BASE.

ROUND TO �" RADIUS. (EXCEPT FOR SAWED JOINTS)

ROUND TO �" RADIUS.

CONSTRUCT TO 9" RADIUS

LEGEND

B

C

D

K

P

R1

R2

R3

PERMISSIBLE CONSTRUCTION JOINT. IF CONSTRUCTED 

IN THIS MANNER TIE BARS MUST BE USED.

#4 Ó TIE BAR AT 24" CENTERS LENGTH OF THE TIE 

BARS EQUALS THICKNESS OF PAVEMENT PLUS HEIGHT 

OF CURB, LESS 3 INCHES.

TYPE B

TYPE O

(INTEGRAL)

 TYPE B

(BARRIER)

TYPE A

(MOUNTABLE)

609.00P

SEE TYPICAL SECTION

BITUMINOUS SURFACE

BASE

FORMING NOT

REQUIRED

R1

R2

* DEPTH MAY BE REDUCED IF KEYED 6" IN ROCK

4
"
,
 
6
"

O
R
 
8
"

5"1"

1
8
"
*

6"

CONCRETE PAVEMENT FOR DIMENSIONS

SEE TYPICAL SECTION SHEETS

CONCRETE PAVEMENT FOR DIMENSIONS

SEE TYPICAL SECTION SHEETS

CURB & GUTTER

P
A

V
E

M
E

N
T

P
A

V
E
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E

N
T

CONCRETE CURB,

CURB AND GUTTER

AND GUTTER

"THIS MEDIA SHOULD

NOT BE CONSIDERED

A CERTIFIED

DOCUMENT."

SHEET NO.
DATE EFFECTIVE:

DATE  PREPARED: 8/26/2009

MISSOURI HIGHWAYS AND TRANSPORTATION

COMMISSION

105 WEST CAPITOL

JEFFERSON CITY, M0 65102

1-888-ASK-MODOT (1-888-275-6636)
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