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SALT STORAGE

EXISTING
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FUEL ISLAND
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RELOCATE

NEW LIGHT POLE

TYPE B CURB AND GUTTER

CINDER BED RACKS

TOW PLOWS

SEA LANDS

LARGER TRAILERS

AE/RE PARKING

OVERFLOW PARKING

RETAINING WALL
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PARKING

CENTER

TRAINING

EMPLOYEE PARKING

7 FOOT MEDIAN ISLAND

DO NOT BLOCK CURB AND GUTTER AT EAST END

WEST END MAY BE SHORTENED

8 FOOT MEDIAN ISLAND

E - 879484.5363

N - 1013610.8069

E - 879495.4376
N - 1013562.0097

E - 879630.9287
N - 1013643.5108

E - 879641.8291
N - 1013594.7136

TYPE D BARRIER WALL
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1% RUNNING SLOPE DOWNHILL TO NORTH
0% CROSS SLOPE
ON 4" AGGREGATE BASE ON COMPACTED SUBGRADE
CONCRETE SLAB-14’X75’X8"-15’ JOINTS

BEGIN SOUTHWEST WALL
END WEST WALL

CONCRETE WALKWAY
EDGE OF EXISTING

8
4
.
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9
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ELECTRICAL PANEL

FLOOR OF EXISTING BUILDING
GRADE TOP OF CONCRETE TO
AT BACK CENTER OF SEALANDS
4’ X 42’ CONCRETE PAD

3RD LAYER - 13
2ND LAYER - 18
1ST LAYER - 24
ON 4" AGGREGATE BASE
30x30x60 CONCRETE BLOCKS
COMPACT ANY LOOSE MATERIAL
OF EXISTING BUILDING FLOOR
TRENCH 10" BELOW GRADE
SOUTHWEST WALL

FLOOR OF EXISTING BUILDING
GRADE TOP OF CONCRETE TO
AT FRONT CENTER OF EACH SEALAND
4’ X 10’ CONCRETE PAD

END SOUTHWEST WALL

59.4804

17
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57.8009

OR OTHER ESTABLISHED GRADES.
LEFT AND RIGHT TO EXISTING
GRADES FROM THIS LINE SHALL WARP
GRADE FOR ITS LENGTH.
THIS LINE SHALL HAVE A CONSISTANT
WARP LINE

OR OTHER ESTABLISHED GRADES.
LEFT AND RIGHT TO EXISTING
GRADES FROM THIS LINE SHALL WARP
GRADE FOR ITS LENGTH.
THIS LINE SHALL HAVE A CONSISTANT
WARP LINE

CROWN LINE

BUILDING MINUS 2.5 FEET.
FINISHED GRADE OF EXISTING
DIRT GRADE EQUALS
POLE BARN

PHASE 1

PHASE 2
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PHASE 2:  EAST LOT

PHASE 1:  DRIVEWAY, CENTER LOT, WEST LOT

2 INCH OR MORE BP2

2 INCH BP2 ON 3 INCH BIT BASE

MILL AND 2 INCH BP2

MILL:      PHASE 1:  1130 SQYDS     PHASE 2:  900 SQYDS

BIT BASE:  PHASE 1:  560 TONS       PHASE 2:  210 TONS

BP2:       PHASE 1:  630 TONS       PHASE 2:  1070 TONS

TACK:      PHASE 1:  300 GAL        PHASE 2:  500 GAL

71

      REMOVE VEHICLES FROM THE LOT.

      TWO DAYS NOTICE SHALL BE GIVEN TO 

      3:00 PM OR ON WEEKENDS.

NOTE: ALL WORK SHALL BE DONE AFTER


