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Post Plate Washer

1/2" x 3 1/2" x 6"

Bent Plate-to-Deck Conn.

W6 x 20 Post

Washer

Plate

1/2" Post

¸ W6 x 20 Post ¸ W6 x 20 Post

DETAILS OF POST

Wedge Bracket

¸ 1/2" x 6" x 4"

Post-to-Bent Plate Conn.

(Each face)

1 1/16" x 1 1/2"

¸ 2 Slotted Holes
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Wedge Bracket

1/2" x 6" x 4"

SECTION C-C
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¸ 1�" Slot¸ 1" Slot

¸ 2 Holes

(Grade 36)

1/2" Bent Plate

(Grade 36)

1/2" Bent Plate

1/2" BENT PLATE AND WEDGE BRACKET

(Grade 36)

1/4" Post Stiffener

1/4" (Grade 36)

¸ 2 Post Stiffener 

CAP RAIL ANGLE

SPLICE PLATE

Splice Plate
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SIDE VIEW

TOP VIEW

Angle

Cap Rail

Plate

Splice

Cap Rail Angle

Angle

Cap Rail

1�"

1�"

Post

W6 x 20

Post

W6 x 20

RAIL POST PLAN

CONNECTION TO
TYPICAL SPLICE PLAN

13/16" x 1 1/2" 

¸ 2 Slotted Holes

13/16" x 1 1/2" 

¸ 4 Slotted Holes

13/16" x 1 1/2"

¸ 4 Slotted Holes

‘3 1/2 x 3 1/2 x 5/16

Angle

Cap Rail

15�"

EXPANSION SPLICE ELEVATION

EXPANSION SPLICE PLAN

Post

W6 x 20

Plate

Splice

Expansion

EXPANSION SPLICE PLATE

Angle

Rail

Cap

post as exp. joint

Expansion slots same side of

¸ 2 Slotted Holes

13/16" x 1 1/2"
2"

Splice Plate

Expansion

x 1 1/2" 

Holes 13/16"

¸ 2 Slotted 

13/16" x 2 1/2"

¸ 2 Slotted Holes

Cap Rail Angle

Expansion

x 2 1/2" 

Holes 13/16"

¸ 2 Slotted 

OPTIONAL SPLICE

�

3"

SIDE VIEW

TOP VIEW

EXPANSION CAP RAIL ANGLE

(Max. one per panel)

at any location

Shop or field splice

 13/16" x 1 1/2" 

¸ 2 Slotted Holes

Vertical

‘5 x 3 1/2 x 5/16
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C8 X 11.5 Cap Rail
C8 X 11.5 Cap Rail

C8 X 11.5 Cap Rail

C8 X 11.5 Cap Rail

C8 X 11.5 Cap RailC8 X 11.5 Cap Rail

(Typ.)

C8 X 11.5 Cap Rail

Cap Rail

C8 X 11.5

Cap Rail

C8 X 11.5

and hex nut

Bolts with washers

2 Button Head 5/8"Ó

and hex nut

Bolts with washers

2 Button Head 5/8"Ó

and hex nut

Bolts with washers

2 Hex Head 5/8"Ó

13/16"Ó

¸ 2 Holes

Cap Rail

C8 X 11.5
Cap Rail

C8 X 11.5

(Roadway face)

¸ 2 Holes 13/16"Ó

 

(Roadway face)

¸ 2 Holes 1"Ó (*)

    for Optional Tie Conn.

(*) or ¸ 2 Holes 15/16"Ó

13/16"Ó

¸ 2 Holes 

1 1/16"Ó 

¸ 2 Holes 

1 1/4"Ó

1 1/4"Ó

¸ 3 Holes

¸ 2 Holes 1 1/16"Ó

¸ 2 Hex Nuts

¸ 2 Hardened Locking Washers 2 1/2"Ó 

tight, 8" (min.) embedment in slab.

¸ 2 Threaded rods 1"Ó A449 H.S., snug

¸ 2 Holes 1 1/4"Ó in bent plate

slab or as recommended by manufacturer

¸ 2 Drilled Holes 1 1/8"Ó (min.) in 

¸ 2 Resin Anchor Systems to include:

 

plate and post plate washer

¸ Holes 1 1/16"Ó in bent

x 1 1/2" in post flanges

¸ Vertical Slotted Hole 1 1/16"

hex nuts 

with hardened washers and

¸ Bolt 1"Ó A325 H.S.
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THRIE 4B

1/2" x 6" x 4"

3 Wedge Brackets

Cap Rail Angle

Expansion

and hex nut

Bolts with washers

2 Hex Head 5/8" 

fabrication.

Shim plates shall be galvanized after

 

be used in multiples.

1/16" to the thickness required, and may

Shim plates may vary in thickness from

 

horizontal alignment.

bent plate connection as required for

may be used between post W6 x 20 and 1/2"

plate and shim plates 6" x 3 1/2" x 1/16"

between post W6 x 20 and 6" x 6" x 3/8"

Shim plates 6"x 6" x 1/16" may be used
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