SHOULDER. FINISHED GRADE.
OR NATURAL GROUND

EROSION CONTROL

GEOTEXTILE FABRIC
(IF REQUIRED) SEE
SPECIAL PROVISIONS

[F A SEAL 1S PRESENT ON THIS SHEET IT HAS BEEN ELECTRONICALLY SEALED AND DATED.

VARIABLE WIDTH VARIABLE
FLAT BOTTOM DITCH TvPE RUCLKINDEIRTCH BEDDING MATERIAL
WITHOUT BEDDING MATERITAL MIN. THICKNESs | MIN. THICKNESS
1 8// _
2 127 —
3 22// 8//
SHOULDER, FINISHED GRADE. y 20" P,
OR NATURAL GROUND
EROSION CONTROL
GEOTEXTILE FABRIC
(IF REQUIRED) SEE
SPECIAL PROVISIONS
VARIABLE
FLAT BOTTOM DITCH MISSOURI HIGHWAYS AND TRANSPORTATION
WITH BEDDING MATERIAL DOT COMMISSION

105 WEST CAPITOL
JEFFERSON CITY., MO 65102
1-888-ASK-MODOT (1-888-275-6636)

TYPICAL DITCH LINER DETAILS
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DATE EFFECTIVE: 03/01/1993 609 GOC SHEET NO.
DATE PREPARED: _B8/21/2009 o 1 OF 1




